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Adjudication 

Information



I.A. APPLICATION FOR SMALL MINE PERMIT, FORM 1(s) 

 

 This section contains the signed application form 1(s). 
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I.B.  LICENSE TO MINE APPLICATION, FORM 3 

  

 This section contains the signed application Form 3. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

I.B. 1 

  

 



 



 



I.C. SURFACE OWNER CONSENT, FORM 8 

 

The following page is LQD Form 8.  It is a signed statement by Murine 

Murrow who is the sole surface owner for lands within the permit area. 
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I.D. OTHER OWNER CONSENT STATEMENTS 

 

 

There are no occupied dwellings, homes, public buildings, schools, 

churches, community or institutional buildings, parks or cemeteries 

within three hundred (300) feet of the lands which will be affected by 

the proposed mining operations. 

 

Thus, no additional consent statements are presented. 
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I.E. PERMITS FROM OTHER AGENCIES  

 

This section discusses permitting agencies for other permits necessary 

in association with this proposed Small Mining Operation.  
 

1. Acme Mining Corporation has a permit with Air Quality to operate 

gravel crushing/screening associated with the 10-Acre LMO. The 

permit number is CT-0000. Acme Mining Corporation is applying for 

an Air Quality site permit for the small mining permit. Any asphalt or 

concrete batch plant will be required to have a separate DEQ/Air 

Quality permit before it is located at the site. 
 

2. All storm water runoff will be contained in the gravel pit area. Acme 

Mining Corporation has received authorization to discharge storm 

water under permit authorization number WYR329999.  

 

3.  Acme Mining Corporation will not appropriate groundwater used in 

the mining or material processing operation.  So no State Engineer 

permits are necessary. 

 

4. Acme Mining Corporation will not construct any water impoundment 

for use in the mining or material processing operation. So no State 

Engineers permits are necessary.  

 

5. The pit area is located such that no wetlands will be encountered or 

disturbed by the mining operation. So no Army Corps of Engineers 

permit is necessary. 

 

6. Acme Mining Corporation has an M-3 Access Permit from the 

Wyoming Department of Transportation, for entrance onto US 

Highway 30. The permit number is LN 03B-00000. 

 

7.  A copy of the approved Lincoln County Conditional Use Permit, to 

mine gravel, is included in this section per DEQ request.  

 

In general, copies of permits are not included in this section, but are 

available upon request from Acme Mining Corporation. 
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I.F. APPENDIX A SURFACE AND MINERAL OWNERS WITHIN THE 

PERMIT AREA 

 

 

1. Names and last known addresses of owners of record for surface rights as 

per W.S. 35-11-406(a)(iv). 

 

 Murine Murrow 

   2345 Meadowlark Lane 

   Kemmerer, WY  83101 

 

2. Names and last known addresses of owners of record for mineral rights as 

per W.S.  35-11-406(a)(iv). 

 

   Murine Murrow 

   2345 Meadowlark Lane 

   Kemmerer, WY  83101 
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I.G. APPENDIX B   SURFACE OWNERS RIGHTS WITHIN ½ MILE OF 

PERMIT AREA 

 

 

1. Names and last known addresses of owners of record for surface rights of 

the lands immediately adjacent to the permit area as per W.S.  35-11-

406(a)(iv). W.S. 35-11-103(e)(vii) defines “Adjacent Lands” as all lands 

within (1/2) mile of the permit area boundary. 

 

Map H of this appendix shows the parcels of land which are located within 

½ mile of the permit area boundary.  

 

The names and last known addresses for the owners of the surface rights of 

the lands within a 1/2 mile of the permit area are attached. Additional 

owners with their accompanying addresses found on deeds with the 

designation “etal” or “trust” are listed in the table on page I.H.3.  
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Owners of Parcels Shown on Ownership Map (Map H) 

 

Additional owners included in the above table for parcels 1 and 8 are those represented by the 

“etal” designation on the deed. 

 

 

 

 

 

 

 

 

 

 

 

I.G.3 

 

Parcel 
No. Ownership 

Deed Bk - 
Pg Mailing Address 

13 BLM   PO Box 000 Kemmerer, WY, 83101 

1 SIMMONS , BLAKE & JULIE ETAL 
 

PO Box 000, Kemmerer, WY. 83101 

  SIMMONS, BLAKE & JULIE  
 

PO Box 000, Kemmerer, WY. 83101 

8 SIMMONS, BLAKE & JULIE ETAL 000-000 PO Box 000, Kemmerer, WY. 83101 

  TOWN, BETSY 
 

100 Blaine St, San Francisco , CA 90000 

 
SENDEKER, JILL 

 
45 Broadway Sonora, CA 90000 

  SIMMONS , JIM 
 

3301 Glenwood Ct. Belwood, CA 90000 

11 PACK, BILL & GEORGIA 000-000 PO Box 30, Jackson, WY. 83002 

4,5,6,7 BATTLESON, DAVE& JENNIE 000-000 PO Box 5, Diamondville, WY. 83116 

12 SALMON, DON 000-000 120 E. Well Street, Afton, WY. 83110 

2,3,9 MURROW, MURINE, TRUST 000-000 PO Box 00 Kemmerer, WY. 83101 

  MURROW, MURINE 
 

PO Box 00, Kemmerer, WY. 83101 

10 
UNION PACIFIC LAND RESOURCE 
CORP.   PO Box 23, Denver, CO  80217 



 

I.H. APPENDIX C  LEGAL TABULATION OF LANDS WITHIN 

PERMIT AREA  

 

1. Description of lands by legal subdivision and/or bearing and distance survey 

methods as per W.S.  35-11-406(a)(vi)(A) and (B). 

 

See page I.I.6 for Form C-2 which includes a boundary description of the 

permit area. 

 

2. Description of land for which no right to mine is claimed as per item 3.(c)(ii) 

of Form 1(s). 

None 

3. Identification of lands which are included in other Land Quality Division 

permits as per Item 3.(c)(iii) of Form 1(s). 

None 

4. U.S.G.S. topographic map showing the permit area and other information as 

per items 3.(c)(iv) and 3.(d) of Form 1(s) and W.S. 35-11-406(a)(ix) as 

modified by 1993 Non-Coal Rules and Regulations, Chapter 9, Section 

2(a)(viii) and (ix) and item 3(c) of Form 1(s). 

 

Map 1 of Appendix C shows: 

 

a. USGS topographic map showing the permit area boundary 

including the access road corridor to its junction with US Highway 

30 and the total permit acreage. 

 

b. The existing 10 Acre LMO #000 ET 

 

 

 

 

I.H.1 

 



 

Map 2 of Appendix C shows: 

  

a. Locations by quarter-quarter of groundwater wells inside and 

within one-half mile of the permit. Please refer to Appendix D-6 

for documentation of contact with the Wyoming State Engineers 

Office regarding the groundwater. Also included in Appendix D-6 

is a table stating the locations and other information related to the 

groundwater wells. 

 

5. No areas of this facility are intended to be used for underground mining, nor 

have any areas been previously used for that purpose. 
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I.H.3 
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I.I. FIRST PUBLIC (COMPLETENESS) NOTICE 

 

 

This section contains the verbiage for the 1
st
 Public Notice which was 

published in the Kemmerer Independent, on May 19
th

 and 26
th
, 2011. 

 

The subsequent page contains the proof of publishing from the newspaper. 
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PUBLIC NOTICE 

 

Acme Mining Corporation of Kemmerer, Wyoming has filed a mining permit 

expansion application with the Land Quality Division of the Wyoming Department 

of Environmental Quality for the mining of Sand & Gravel in Lincoln County, 

Wyoming. The area is approximately 5 miles east of Kemmerer, Wyoming on 

Highway 30. The application may be viewed at the Cheyenne or Lander Office of 

the Land Quality Division. The application will be re-advertised for public 

comment prior to approval by the Department of Environmental Quality.  

Any interested parties are encouraged to review the application and contact the 

appropriate Land Quality Division District Supervisor with questions about the 

application. Upon request by an interested party, the Land Quality Division may 

schedule a public meeting to discuss the application. 
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I.J. FINAL PUBLIC NOTICE  

 

 

This section contains the verbiage for the Final Public Notice that was 

published in the Kemmerer Independent on June 9
th
, 16

th
, 23

rd
, and 30

th
 

2011. 

 

The subsequent page is the proof of publishing from the newspaper. 
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PUBLIC NOTICE 

 

 

 Acme Mining Corporation of Kemmerer, WY has applied for a small mining 

permit from the Land Quality Division of the Department of Environmental Quality for 

the State of Wyoming.  The mining permit area for the mining of sand and gravel will be 

located in:  NE ¼ of Section 37, T21N, R115W, Lincoln County, Wyoming.  The area is 

approximately 5 miles east of Kemmerer, Wyoming south of Highway 30. A portion of 

the permit area has been permitted as a limited mining operation, (10 acre) # 000ET.  The 

proposed operation is scheduled to begin August 29, 2011 and is estimated to continue 

until unknown date.  The land, after mining, will be returned to agricultural use.  

Information regarding the proposed mining operation and reclamation procedures may be 

reviewed in the Office of the Land Quality Division of the Department of Environmental 

Quality in Cheyenne and Lander, Wyoming, the office of Acme Mining Corporation in 

Kemmerer, WY or the Lincoln County Clerk’s Office in Kemmerer, Wyoming.   

 

Upon request by an interested party, the Land Quality Division may schedule an informal 

conference to discuss the application. If such a meeting is scheduled, it must be prior to 

the date for the close of public comments. If concerns about the permit are not resolved 

by the Land Quality Division, written objections to the proposed mining operation must 

be received by the Administrator of the Land Quality Division of the Department of 

Environmental Quality, Herschler Building, 122 West 25
th

 Street, Cheyenne, WY  82002, 

before the close of business on July 30, 2011. If an objection is submitted a public 

hearing shall be held within twenty (20) days after the final date for filing objections 

unless a different period is stipulated to by the parties.  The Council or Director shall 

publish notice of the time, date and location of the hearing or conference in a newspaper 

of general circulation in the locality of the proposed operation once a week for two (2) 

consecutive weeks immediately prior to the hearing or conference.  The hearing shall be 

conducted as a contested case in accordance with the Wyoming Administrative Procedure 

Act (W.S. §16-3-101 through §16-3115), and the right of judicial review shall be 

afforded as provided in that act.  All parties as given in W.S. §13-11-406(j) will be 

mailed a copy of this notice.  The Wyoming Oil and Gas Commission will be mailed a 

copy of the application mine plan map as required by W.S. §35-11-406(j). 

 

 

 

 

 

 

 

I.J.2 



 

 



  COUNTY CLERK FILING 

 

 This section contains Affidavit of Filing from the Lincoln County Clerk. 
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PUBLIC MAILINGS 

 

Page I.J.7 is the Affidavit which constitutes the proof of mailing for notification of 

all parties listed in Appendices A and B and proof of mailing to the Wyoming Oil 

and Gas Commission. 
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Supporting Information 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



APPENDIX D – 1       PREMINING LAND USE 

 

 
The lands within this permit boundary are pasture lands.  

 

The proposed expansion area at the site lies adjacent to the existing LMO #000ET. 

 

Map P1 in the Mine Plan shows existing contours.   

 

Appendix D-8 contains photos of the permit area, included in the vegetation study. 
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APPENDIX D – 3        ARCHAEOLOGICAL,    PALEONTOLOGICAL 

AND CULTURAL RESOURCE SURVEYS AND CLEARANCES 

 

 
The surface and mineral ownership rights within the permit area are both private.   

 Therefore, no archaeological, paleontological or cultural resource surveys are 

required. 

 

During excavations by Acme Mining, if any historical or cultural resources are 

discovered, work will be halted immediately, the Wyoming Department of 

Environmental Quality-Land Quality Division (WDEQ-LQD) and the Wyoming 

State Parks and Cultural Resources Division (SHPO) staff shall be contacted and 

the cultural materials shall be evaluated by an archaeologist or historian meeting 

the Secretary of Interior’s Professional Qualifications Standards (48 FR 22716. 

Sept. 1983). 
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APPENDIX D – 5  PREMINING TOPOGRAPHY AND OVERBURDEN  

 

 
The pre-mining topography is shown on Map P1 in the Mine Plan.   

 
Based on previous excavations and test pit excavations, Acme Mining has visually 

observed the soils on the site.  There is an average of 6 inches of topsoil which will 

be removed prior to getting into overburden material. The overburden varies in 

depth from approximately 4 feet in the northern section of the proposed expansion 

area to no overburden in the southern section.  

 

The topsoil will be stockpiled inside the existing pit area as shown on Map P1 of 

the Mine Plan or distributed on reclaimed sections of the pit.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Appendix D-5.1 

 



 

APPENDIX D – 6        PREMINING SURFACE AND GROUNDWATER 

 

 
A. Surface water 

 

The USGS map in Appendix C shows the major regional surface water features.  

The main channel of the Hams Fork is located approximately 1000 feet west and 

1500 feet south of the permit area at the nearest points.  The Davison Ditch is 

located approximately 300 feet south of the permit area.  There are no USGS or 

other standardized surface water quantity or flow data available for this ditch. 

 

There are surface water rights associated with the irrigation ditch.  The ditch is 

owned by the surface landowner, Murine Murrow.  

 

There are no reservoirs or lakes within the permit area.  

 

B. Groundwater 

 

The table on page Appendix D-6.3 indicates all registered water wells within a 

half-mile of the permitted area.  The State Engineers Office has 6 wells on file. 

Only four of the six wells have statements of completion.  

 

The wells are associated with residences and are for domestic and irrigation use.   

 

Review of well information for wells in Section 36 and 37 adjacent to the proposed 

site shows that the depth to static groundwater in the wells varies from 3 feet to 

155 feet. The Statement of Completion for well P101158W shows a total well 

depth of 14 feet and a static water depth of 3 feet. The Statement of Completion for 

this well indicates that it is used for livestock watering. The applicant describes 

this well as being placed in a spring. The other wells that are nearby clearly 

indicate that the normal groundwater level is much deeper than this situation. The 

existing pit depth will be continued in the expansion area. There has been no 

indication of water migrating into the existing pit. 

 

The depth of excavation in the proposed pit area is approximately 8-13 feet below 

ground level because the gravel seam which is being excavated only extends to that 

depth.  With this depth of excavation, there appears to be little concern that the 

bottom of the pit will encroach within 20 feet of the groundwater. 
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Map 2 of Appendix C shows the well locations by quarter/quarter.   
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APPENDIX  D – 7        PREMINING TOPSOIL, SUBSOIL & 

OVERBURDEN INFORMATION 

 

There is no NRCS soil sample data available for the site. Therefore, topsoil salvage 

volumes could not be calculated using NRCS soil map units. A topsoil and 

overburden site investigation was conducted by the applicant. 

 
A. Soil Survey Map 

 

Map D7A of this Appendix shows the location of soil test pit locations investigated 

by Acme Mining Corporation. The map indicates the location of six test pits which 

were excavated in the proposed expansion area. Photos of each test pit are also 

included in this Appendix. 

 

Table 1 of this Appendix shows depths of the topsoil and overburden for each test 

pit.  

 

Through examination of the test excavations the topsoil averages approximately 

six inches in depth.  

 

The overburden averages approximately 2.5 feet in depth. 

 

From the test pit evaluations it is estimated that there will be approximately 10,500 

cubic yards of topsoil salvaged from the expansion area along with approximately 

52,500 cubic yards of overburden.  

 

There are two existing topsoil piles created from previous topsoil removal on the 

existing pit. They contain a total of approximately 7200 cubic yards of topsoil.  

The 17,700 total cubic yards of topsoil will be adequate to reclaim the pit area. 
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      Table 1 

 

Kemmerer Pit-Soil Test Pit Measurements 
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Test Pit Number 

NRCS Soils 

Classification 

 

Depth of Topsoil 

(inches) 

 

Depth of Overburden 

(Feet) 

1 Not Available 8.5 5.9 

2 Not Available 8.5 4.3 

3 Not Available 8.5 4.3 

4 Not Available 7 0 

5 Not Available 5 0 

6 Not Available 
5 

 
0 



APPENDIX D – 8      PREMINING VEGETATION INFORMATION 

 

 

The undisturbed portion of the permit area is pasture land.  This area has been 

grazed. The owner has no information on past seed mixtures that may have been 

used on the property    

 

The vegetative cover within the permit area was mapped and described by our 

vegetation consultant on April 22, 2011. Their report and photos of the vegetative 

cover types are included in this section. Common names of plants present on the 

site are listed next to the species names in the report. 

 

Locations of the vegetative cover types described in the consultant report are 

shown on the area map included in the report. 

 

The Lincoln County Weed and Pest inspected the site in January, 2011. They will 

continue to monitor and spray the property in the future. A copy of their letter is 

now included in Appendix D-8. Acme Mining Company will continue to work 

with the County Weed and Pest to control noxious weeds at the site. 
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APPENDIX D – 9    WILDLIFE INFORMATION 

 
A. Introduction 

 

The permit area contains 23.87 total acres. 10 acres are presently part of a limited 

mining operation.  The remainder of the proposed permit area is pasture land.  The 

overall topography is gently sloped to the south.  Elevations within the permit area, 

including the access road, range from 6,830 to 6,900 feet above sea level. 

 

B.  Wildlife Habitat 

 

Consultation with Wyoming Game and Fish Department (WGFD) personnel in 

Cheyenne and the DEQ in Lander established that the permit area lies within a core 

sage grouse area. This required conducting a Density/Disturbance Calculation Tool 

(DDCT). _____Mapping Technologies created a DDCT map for the site which 

allowed the determination of the total project and disturbed areas. The DDCT 

process was performed using a BLM template and guidelines provided at a website 

administered by the Wyoming Game and Fish Department. Page Appendix D-9.4 

contains a copy of the DDCT map. Page Appendix D-9.5 contains a table of the 

DDCT totals.  

 

The map indicates that there are no active sage grouse leks within the required four 

mile radius. The total acreage in the intersection of the core area and the four mile 

radius is 16,406.63 acres. The total acreage of the disturbed and project areas is 

469.71 acres. The 469.71 acres is well below the allowed 5% of the 16,406.63 

acres or 820.33 acres.  

 

By examination of the DDCT map, it was determined that there are a total of 3 

disturbances which qualify as mining or oil and gas disturbances within the DDCT 

area. The guidelines allow 1 disturbance per 640 acres. The DDCT area is 16,406 

acres. 16,406 acres divided by 640 acres/disturbance equals 25 disturbances 

allowed in the review area. The existing 3 disturbances are well below the 25 

allowed by the guidelines.” 

 

Because the proposed expansion area lies within a core sage grouse area, top soil 

stripping at the site will be limited to the period from July 1st through March 14
th
 

each year.  
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The Hams Fork River is within 0.5 miles of the project. The site is located on land 

which is elevated approximately 40-50 feet above the river bottom. A three foot 

high berm will be constructed and seeded at ground level on the downstream side 

of the pit to contain any runoff which might occur. The mining operation will have 

processing equipment and fuel storage which is located below ground level which 

will prevent any petroleum products from escaping the site. 

 

Correspondence with the WGFD and the U.S. Fish & Wildlife Service (USFWS) 

on these topics are included in this Appendix. 

 

C. Wildlife Inventory 

 

There are no small prairie dog colonies in the area.   

 

USFWS and WGFD had no specific information on or knowledge of Migratory 

Birds of High Federal Interest (MBHFI) within the permit area. The USFWS 

suggested that a MBHFI survey be conducted at the site. Wyoming Wildlife 

Consultants conducted the survey on April 19, 2011. A copy of their survey report 

is included in this Appendix. 

 

D. Commitments 

 

In a cooperative effort to preserve the wildlife resources of the State, Acme Mining 

Corporation commits to: 

 

 Notify the LQD Lander District Office, the WGFD District Biologist, and the 

USFWS if any of the information in this Appendix is known to have significantly 

changed as the mining operation progresses.   

 

 In the future, if MBHFI are found to be nesting within one mile of the project 

area or Mountain Plovers are found to be nesting in the permit area, Acme Mining 

agrees to implement the USFWS guidelines found in their February 1, 2011 

response letter. 
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APPENDIX D – 10          WETLANDS INFORMATION 

 

 
The proposed operations will be performed entirely within non-irrigated highland. 

Because of the location of the permit area and through visual inspection there does 

not appear to be an environment where wetlands would exist.  Therefore, no 

wetland specialist was employed to complete a survey, nor was the U.S. Army 

Corps of Engineers contacted. 

 

The attached Map D-10 contains wetland mapping of the area adjacent to the 

proposed permit boundary which is included in the National Wetlands Inventory 

published by the U.S. Fish and Wildlife Service. 

 

Pages Appendix D-10.3 through Appendix D-10.10 contain, descriptions of the 

wetland classifications found on the map. 
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MINE PLAN 

 

1. Mine Plan Map 

 

Included in this section are Mine Plan Maps P1 and P2 which shows the permit 

and disturbance boundaries, all roads associated with the operation, all drainage 

control structures, topsoil, overburden, ore/mineral and reject stockpiles, the 

processing site and other facilities, the pit progression for at least the first two 

years of operation and cross-sections of the existing permit area. 

 

Also included in the mine plan sections is a discussion of the above items along 

with other information required by the small mine handbook. 

 

2. General Description of Mining Operation 

a. Type of Mine 

The mine is a sand and gravel mine 

b. Estimated Life of Mine 

 The mine life is unknown because the ability to process material is based 

on the market at the time. 

c. General Equipment List 

 

Map P1 shows the location of the processing equipment, temporary 

trailers and stockpiles area. The equipment includes crushing and 

screening machinery, loaders and trucks. Acme Mining may from time to 

time locate an asphalt batching plant and/or a concrete batching plant at 

the site.  

d. Nature of ore reserve and estimated pit depth 

 

The gravel seam varies but is generally eight feet thick throughout the 

project area. The pit depth will vary from approximately 13 feet in the 

north to 8 feet in the southern part of the pit. 

 

MP.1 



3. General Description of mine facilities and construction methods in relation to 

 the mine plan and/or facilities map. 

 

 a. Buildings, processing plants and other facilities, including a discussion of 

  fuel storage on site. 

 There is a temporary trailer on site. No stationary bulk oil or fuel 

 storage will occur at the permit site. Fuel storage will be limited to what 

 is contained in the machinery fuel tanks and in two 500 gallon portable 

 fuel tanks. 

 

 The portable fuel tanks will be located within an earthen berm at all 

 times to contain any leaks.  

b. Access and Haul Roads 

 Drawing P1 of the Mine Plan shows the location of the access/haul 

 road associated with the initial mining sequence.  The access road is  

 an existing road and is surfaced with road base material.  Removal of 

 the road will be the owner’s decision during final reclamation. 

c.  Utility Rights of Way (ROW) 

 There are no utility rights of way in the permit area. 

e. Sedimentation and treatment ponds 

 There are no sedimentation or treatment ponds associated with the 

 permit application. 

f. Railroads, conveyors, or other material load-out facilities. 

 There are no conveyors or other material load-out facilities proposed at 

 the site. 

g. Mineral stockpile sites 

 Mineral stockpiles will be located in Area 1 shown on the Mine Plan 

 Map P1. Spoils and mineral stockpiles will not be placed on un-stripped 

 native lands. If these stockpiles are placed adjacent to native lands, a 

 buffer of at least eight feet will be maintained. 

 

 

 

MP.2 



 

 

h.  Access control features such as fences, berms, etc. 

 There are currently fences around a larger area containing the permit 

 boundary. Berms will be constructed above all highwalls.  An entrance 

 gate is  located at the highway right of way fence where the permit area 

 is accessed. 

i. Description of the drainage/surface water control structures and 

measures to implement the DEQ/WQD Storm Water Pollution 

Prevention Plan (SWPPP). 

 Acme Mining Corporation does not anticipate extensive surface water 

 runoff along the boundary of the pit area, haul/access road, or 

 overburden stockpile. Acme Mining has Authorization to Discharge 

 Storm Water Associated with Mineral Activities and has established a 

 Storm Water Pollution Prevention Plan (SWPPP).  

 A three foot high berm will be constructed and seeded at ground level 

 on the downstream side (south) of the pit to contain any runoff which 

 might occur. 

4. General description of mining methods and schedule, including: 

 a. Pit excavation and backfill including typical cross-sections. Maximum  

  expected depth to groundwater table. 

 The depth of the pit will be approximately thirteen feet in the northern 

 portion of the permit area and approximately eight feet in the southern 

 portion.  

 Acme Mining will stake the permit boundaries prior to 

 commencement of work in the newly permitted areas.  These stakes 

 will facilitate proper location of the pit, and roads.  

 Typical cross-sections are shown on Mine Plan Map P2. 

 

 

 

 

 

MP.3 

 



 

 Depth to groundwater is anticipated to be greater than 20 feet below  

 the bottom of the proposed pit. 

 

 b. Description of topsoil, and subsoil salvage and stockpiling procedures,  

  including stripping methods, stockpile berms, stockpile identification  

  signs and temporary seeding for stabilization.  

 

 Acme Mining will salvage all available topsoil.  It is estimated this 

 will average about six (6) inches thick in the new pit area. If topsoil 

 depth is found to be greater than 6” in isolated areas, then the 

 topsoil will be salvaged to full depth. The topsoil will be salvaged 

 using a loader. 

 

 All topsoil from the pit area will be placed in the topsoil stockpile as 

 shown on Map P1 located in the bottom of the existing pit and used to 

 reclaim the portions of the pit which have been mined.  These piles 

 shall have a sign placed on them indicating “Topsoil”.  A 10-foot buffer 

 from the edge of the topsoil piles to the permit boundaries and pit 

 edge shall be maintained. An 8-10 foot buffer of lands stripped of 

 topsoil will be maintained along the entire perimeter of the  disturbance 

 to protect native undisturbed lands outside of the permit boundary. A 

 buffer zone of at least 4 feet will be maintained between topsoil piles 

 and other stockpiles.” All topsoil  piles will be constructed with 2:1 

 slopes. 

 

 There are two existing topsoil stockpiles at the site. They contain 

 approximately 7200 cubic yards of topsoil. The piles are illustrated on 

 the Mine Plan map. 

 

 Acme Mining will broadcast seed the topsoil stockpiles with 

 Wheatgrass at a rate of at least 20 lbs/acre in order to stabilize the 

 stockpiles and lessen the potential for invasion of weedy species.  

 Each topsoil stockpile and additions to the stockpile will be seeded 

 during the first available growing season. 

Topsoil depth averages approximately six inches across the permit area. 

If three acres are stripped each year, that would create a volume of 2420 

cubic yards of topsoil. 
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c. Description of spoil stockpiling 

 

 Based on previous operational history, and test pit investigation, the 

 depth of overburden in the permit area will vary from zero on the 

 southern portion of the area to four feet deep along the northern edge. 

 Overburden which is excavated from the new areas will be deposited 

 along the slopes of the existing pit which are ready to be reclaimed or 

 placed in lifts in the bottom of the existing pit once final depth  of the 

 pit has been reached.  

 

 The top 12 inches of overburden will be salvaged and stockpiled when 

 available as subsoil. It will be stockpiled separately as shown on the 

 Mine Plan map and signed as subsoil. 

  

d. Description of processed and non-saleable mineral stockpiles. 

 

 The reject material that is not saleable will be distributed back onto  

 the completed pit floor and leveled. The final slopes  of the pit areas are 

 shown on Drawing R1 of the Reclamation Plan. These  

 stockpiles will be located in the existing processing area. 

     

5. Detailed description of pit progression for at least the first two years. 

 Included is a commitment to update the pit progression for each subsequent 

 year in the required annual report to DEQ. 

Map P1 identifies a general sequence of pits by numbered units.  Area #1 

includes the previous 10-Acre Permit boundary. Upon approval of  this 

application Acme Mining plans to complete excavation in Area  #1in 2011 

and move to Area #2 for material extraction. Acme Mining anticipates that it 

will complete excavation in Area # 1 and # 2 within one year of the issuance 

of this permit or the end of 2012. Excavation will be taking place in  Area 

# 3 by the end of 2012 and continue through 2015. 
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Acme Mining projects the sequence through the permit area based upon its 

knowledge of the current need for construction materials in the region.  The 

exact rate at which the expansion will take place is  unknown and will be 

somewhat determined by market needs.  

 

In each Annual Report, Acme Mining will provide an updated map with 

existing pit area and a projection of future mining for at least the next twelve 

month period.  The permit will be revised, if progressions in the annual 

report do not match the permit. 

  

6. Plan for storage or disposal of waste materials that may be generated by the 

 mining operation. 

a. Mining Operation Non-Hazardous Solid Wastes 

 

Acme Mining Corporation’s mining and processing operation may 

generate small amounts of non-hazardous solid waste.  These solid 

wastes might include spent tires, wooden or paper packing materials, 

used oil filters (drained for at least 48 hours), empty (and well-

drained) lubricant containers, metal equipment parts, etc. 

 

Acme Mining will remove these items from the site and dispose of 

them at an authorized landfill and will not burn any of these solid 

waste materials. 

 

b. Clean Fill Importation and Burial 

 

Acme Mining may periodically import clean fill and bury it in the 

borrow area.  Acme Mining acknowledges that “Clean  Fill” means 

material consisting solely of uncontaminated natural soil and rock, 

hardened asphalt rubble, brick and concrete rubble that does not create 

a health hazard, public or private nuisance or a detriment to the 

environment 

 

c. Petroleum-Contaminated Soils 

 

 Acme Mining acknowledges that periodic equipment maintenance  
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and/or accidents may result in spills of petroleum products.  A 

petroleum product is any crude oil or liquid petroleum fraction 

including, but not limited to gasoline, diesel fuel and used or unused 

motor oils, excluding hardened asphalt rubble. 

 

If the spill involves no more than twenty-five (25) gallons, Acme 

Mining will pick up the petroleum-contaminated soils and dispose of 

the soils at an off-site permitted treatment facility. Spills over twenty-

five (25) gallons will immediately be reported to the Water Quality 

Division. 
 

d. Human Waste 

 

During times of operation Acme Mining will have a portable toilet 

facility on site for their employees to use. 

 

7.  Plan for promptly treating or disposing of all acid-forming or toxic materials 

 or materials constituting a fire, health or safety hazard uncovered during or 

 created by the mining operation. 

 

Acme Mining does not anticipate encountering or creating any toxic or acid 

forming materials during the mining process. 

 

8. Procedures to avoid constituting a public nuisance. 

 

a. Nearby Dwellings 

 

There is no occupied dwelling, home, public building, school, church, 

community or institutional building park or cemetery within three 

hundred (300) feet of the proposed affected area.  

 

b. Normal Operating Hours 

 

Acme Mining will operate processing equipment and/or haul material 

from 7:00 AM to 7:00 PM on Monday through Friday.  
 

c. Water used in dust suppression and processing. 
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 Dust suppression along the access road and in other traveled locations 

in the processing area will be accomplished using water applied with a 

water truck. The application of water will depend on conditions. The 

water for dust suppression will be imported by truck to the site. 
  

Acme Mining does not anticipate developing a ground water source 

on the site.  Thus, Acme Mining does not have and has not sought 

groundwater appropriations in support of this mining operation.   

  Water used in the crushing operation is transported by water truck to  

  the site.  

  No gravel washing will be conducted at the site. 

d. Lighting 
 

  No nighttime lighting is anticipated at the site 
 

e. Entrance Sign 

 

Acme Mining will post a permit identification sign along the 

haul/access road corridor near its junction with US Highway 30.  The 

sign will contain the following information: 

 

  Acme Mining Corporation 

  PO Box 1000 

  Kemmerer, WY  83101 

  (307) 888-2221 

  Agent:  John Acme 

  LQD Permit No.    

 

f. Fencing 

 The permit area lies within a 1386 acre parcel of land owned by 

 Murine Murrow. There are currently fences around a smaller parcel 

 that contains the permit area.  
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g. Speed Limit 

 Speed limits along access and haul roads associated with the permit 

area will be 15 m.p.h. 

 

h. Commitments to not push material over steep slopes or escarpments, 

 place safety berms above highwalls and leave a buffer between 

 highwalls and topsoil stockpiles. 

 

 No materials will be pushed over steep slopes or escarpment on any 

 sides of the pit. 

  Berms will be constructed above all high walls.  

 

  All topsoil piles will be located in the bottom of the pit and will be  

  located away from the bottom of highwalls. 

j. Plans for entering controlled highway. 

  Because of the location of the site, no interference between truck and  

  school bus traffic is anticipated. 

  Truck drivers are trained regarding safety issues related to access onto 

  and off of Highway 30. 

 

k. Plans to minimize impacts to Sage Grouse, threatened or endangered 

plants and animal species, Migratory Birds of High Federal Interest or 

wildlife with crucial or critical habitat. 

 

 In a cooperative effort to preserve the wildlife resources of the State, 

 Acme Mining commits to: 

 

 Notify the LQD Lander District Office, the WGFD District 

Biologist, and the USFWS if any of the information in this 

Appendix is known to have significantly changed as the mining 

operation progresses.  

 

 Applicant commits to adhere to restrictions on the stripping of 

topsoil because the site is located in a mapped sage grouse core 

area.  
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Topsoil may be stripped from July 1
st
 through March 14

th
 of 

each year.  

 

 In the future, if Migratory Birds of High Federal Importance 

(MBHFI) are found to be nesting within one mile of the project 

area or Mountain Plovers are found to be nesting in the permit 

area it is recommended by the USFWS that their guidelines 

found in the February 1, 20__ response, be implemented. 

 

 The owner will commit to wildlife protection measures 

recommended by the USFWS and/or the WGF for threatened or 

endangered species. 

 

l. Commitment to prevent the spread of designated and prohibited 

 noxious weeds. 

 

 During the application process for the Lincoln County  Conditional 

 Use Permit,  the Lincoln County Weed and Pest inspected the permit 

 area in January, 20__. A copy of their inspection letter is included 

 in Appendix D-8. 

 

 Acme Mining will strive to prevent the spread and/or serious  

 infestations  of designated and prohibited noxious weeds  within the 

 permit area through the  following practices: 

 

 Acme Mining will not disturb future areas until such time as 

they prepare that area to be mined. 

 

 Acme Mining will broadcast a mixture of quick growing 

grasses on all topsoil stockpiles and select disturbed lands in 

order to limit the potential for weedy invasions. 

 

 If weed infestations occur, Acme Mining will consult with the 

Lincoln County Weed and Pest Agency for suitable control 

practices.  All applications of chemical herbicides will be made 

by licensed applicators 
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9. Blasting 

 Acme Mining Corporation does not plan any explosives use in association 

with this sand and gravel mining operation. 
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Note: The Mine Plan map below has been scaled to fit on 8 1/2” x 11” paper for this handbook. The 

minimum recommended size of the map submitted with the application  is 11” x 17”. 
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RECLAMATION PLAN 

 

1.  Post Mining Land Use 

 

The post mining land use will be similar to pre-mining use which included 

non-irrigated pasture land. Irrigation was not part of the pre-mining use nor 

will it be included in the post-mining land use.  

2.  Contour Map 

 

 Included in this section is Reclamation Plan Map R1 which shows the 

proposed approximate post–mining contours and how the contours tie into the 

existing contours outside of the affected area boundaries. The map scale is the 

same as Map P1 of the Mine Plan. 

 

3. Typical Cross-sections 

Reclamation Plan Map R2 contains cross-sections which show original 

ground, maximum depth of mining and proposed reclamation surfaces and 

slopes. 

 

4. Description of backfill and surface re-contouring methods 

 

As soon as the pit development allows, Acme Mining will initiate a direct 

backhaul and placement of excess reject material, overburden and topsoil. The 

placement of topsoil, overburden and reject material will be accomplished 

using loaders, a blade, a dozer, a paddle-wheel scraper and trucks. This direct 

backhaul will first occur around the existing pit area during the development 

of Area #2 as shown on Drawing P1 of the Mine Plan. 

 

 At the time of final reclamation, Acme Mining will remove all materials from 

the processing area and backfill those materials in the exhausted pit area. All 

processing and staging areas will be ripped prior to topsoil replacement. A 

layer of overburden at least 6 inches thick will be placed beneath the topsoil 

layer to help create a root zone for the re-vegetation.  
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Acme Mining will reestablish post-mining slopes and configurations, which 

are as stable as possible.  No slopes steeper than 3 to 1 will be allowed.  The 

post mining slopes will tie to undisturbed native lands with as little change in 

slope gradient as possible.   

 

Drawing R1 shows the proposed post-mining slopes and contours including 

how the contours will tie to the area outside the permit area.  The final depth 

of the pit will vary because of the existing ground elevations but will not be 

deeper than 13 feet. The depth of the pit follows the existing gravel seam. 

 

The haul/access road removal will be the owner’s decision during final 

reclamation. All roads within the permit area to be reclaimed will be ripped 

prior to topsoil replacement to relieve compaction.  

 

5. Description of re-vegetation practices 

 

a. Topsoil redistribution 

 

Acme Mining will redistribute salvaged or imported topsoil when properly 

graded areas are available, placing it at an evenly distributed six inch 

thickness throughout all disturbed areas. If additional topsoil is needed to 

adequately cover the reclaimed area, it will be imported. Following the 

distribution of overburden and topsoil, the area to be planted will be ripped 

or scarified to a depth of at least 12 inches to ensure that surface 

compaction does not hinder re-vegetation. 

 

The reclamation procedures will seek to employ direct haul of topsoil to 

graded areas as soon as the overall pit development allows. 

b. Methods and schedule for seedbed preparation 

 

Seedbed preparation will take place as soon as a section of the pit has been 

re-contoured. The actual date for permanent reclamation will depend upon 

regional market sales and the relative rate of mining but should follow the 

schedule in section 8.  Acme Mining will use standard farming equipment 

to seed the site. Seeding will occur during the first seeding period after 

preparation is completed: Prior to May 15 or after September 15. 
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c. Methods and schedule of seeding 

 

Acme Mining will continue the direct backfilling and permanent seeding 

progress as long as a pit configuration and other operational factors allow. 

Acme Mining will project the expected schedule of reclamation in each 

Annual Report. Permanent seeding will not occur when the topsoil is too 

wet or too dry or frozen to accommodate normal farm equipment 

operation.   

d. Type and amounts of seeds for seeding 

 

The seed mixture to be used including application rates has been provided 

by Intermountain Aquatics Inc. and is included in this Appendix as page 

RP-5. 

 

e. Commitment to use weed-free seed 

 

Acme Mining will seed a weed free permanent seed mixture of grasses on 

reclaimed lands at the first available suitable seeding period in the spring 

or fall.   

 

The grass seed mixtures will also be used on topsoil berms along the outer 

perimeter of the mined sections. 

 

f. Application of mulch 

 

 Following the seeding of reclaimed areas, mulch will be applied to protect 

those areas. Straw mulch will be used and crimped into the soil. 

 

g. Description of protecting re-vegetated areas from domestic animal grazing 

 

Acme Mining will protect newly seeded areas from domestic animal 

grazing by: 
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Excluding domestic animal grazing during the first two years following 

reclamation and seeding in any given area and not before the release of the 

bond by WDEQ-LQD.  

Livestock fencing will remain in place surrounding the larger area.  This 

will provide protection during the grazing deferral. 

 

h. Noxious weed control 

   

Acme Mining will work closely with the Lincoln County Weed and Pest in 

the control of noxious weeds.  

 

The Lincoln County Weed and Pest inspected the site in January, 2011. 

They will continue to monitor and spray the property in the future. A copy 

of their letter is included in Appendix D-8.  

 

6. Description of methods of reclamation for effective control of erosion, 

 siltation and pollution of affected stream channels and banks 

 There are not stream channels or banks in the permit area.  

 

Acme Mining will rely on the use of the established Storm Water Pollution 

Prevention Plan (SWPPP) to control erosion and prevent pollution of any 

waterway.  

 

 The SWPPP includes monthly inspections of the site and machinery to avoid 

pollutants making their way into adjacent waterways. 

7. Description and plans for any permanent post mining impoundment 

  

 There are no plans for a permanent impoundment at the site. 

 

8. Projected timetable for completion of the Reclamation Plan  

 

 Operations at the pit will be completed in 2015. Final reclamation will 

 commence no later than one year before the completion date.  

 
RP. 4 

 



 Final top soiling and seeding will be accomplished in the fall of 2015. 

  

 To the extent possible, reclamation will be concurrent with mining. As Area 

 #1 and Area #2 are mined during 2011-12 the southern portions of Area 1 

 will be reclaimed as described in section 4 of the Reclamation Plan. The 

 processing equipment will remain in Area #1 during the mining operation so 

 the remainder of Area #1 will not be reclaimed until 2015.  

 

 

 During 2012-13, Area #2 will be reclaimed. Portions of Area #3 will be 

 reclaimed as excavation proceeds in that area during 2012 -2015. However, 

 final reclamation of Area #3 will not take place until 2015. 

 

 Backfilling in all areas will proceed as sufficient room becomes available for 

 equipment to reclaim the slopes and floor of the pit, while the mining and 

 processing continues. 
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Note: The Reclamation Plan map below has been scaled to fit on 8 1/2” x 11” paper for this 

handbook. The minimum recommended size of the map submitted with the application is 11” x 

17”. 
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RECLAMATION PERFORMANCE BOND – BOND CALCULATIONS 
 

 

1. Detailed reclamation bond estimate 

 

This section contains the bond calculations projected for the first twelve (12) 

months of the mining operation.  Subsequent Annual Reports will contain 

updated and revised bond calculations as the mining operation develops. 

 

The 25% contingency shown in the spreadsheet include profit,  overhead, 

mobilization/demobilization, project design, construction  management. 
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2. The bonding instrument 

 

 The reclamation bond will be submitted to DEQ upon approval of the 

 reclamation bond estimate and prior to issuance of the permit. 
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